
Work Positioners - Industrial Series
When selecting model, remember to select which leg frame the lifting 

trolleys is to be fitted  

with.

WP 200

WP 80

Flexible leg frame

Front wheel options 
Ø75 mm dual swivelling or Ø80 mm fixed

Inner width 
450-810 mm

Length 
500, 650 or 850 mm

Central brake 
3 states: swivel wheels, fixed 
wheels and brake.

Standard leg frame

If no legs or wheels are specified, the lifting 
trolleys are supplied with the following leg 
frame. Length 500 mm, inner width 430 mm, 
outer width 480 mm, rear wheel Ø125 mm 
swivelling with brake, front wheel Ø75 mm 
dual swivelling*.
Does not fit: WP 130EMX and EMXX
*WP 200 models are fitted with front Ø80 mm,
fixed.

Flexible leg frame

Central brake in 3 positions, swivelling wheel, 
fixed (permanently straight) wheel and brake. 
Select length, front wheel and pre-set width. 
The width can be adjusted afterwards with 5 
step positions of + 40 mm. 

Centred leg frame

Does not fit: 
WP 90EM Q 
WP 130EM, EMX, EMXX 
WP 200, S, EM. 

Centred leg frame

Standard leg frame

*Does not fit WP 200, S and EM. Width 810 mm, in order to go outside a EUR pallet (1,200 x 800 mm)  
is only possible with Ø80 mm fixed front wheel.

Charger included *WP 130EMX and WP 130EMXX are equipped with flex leg frame (included in the price). Select combination on page 72. 
Prices include: wooden platform 87360 for WP 80, wooden platform 87361 for WP 90 Q and WP 130 as well as platform made of stainless steel 87613 for WP 200.
When selecting another tool the price is deducted for the included tool. Read more about tools on page 73.

WP 130

Model Art. no. Length mm Note

Centre leg 1 87786  450 

Centre leg 2 87785  600 

Inside width (width will be less when  Length Front wheels 
Model Art. no. selecting double swivel wheels) mm mm mm Note

Flex leg 1 87784  450, 490, 530, 570 or 610 500, 650 or 850 Ø75 double swivel* or Ø80 fixed 

Flex leg 2 87783  650, 690, 730, 770 or 810 500, 650 or 850 Ø75 double swivel* or Ø80 fixed 

Capacity Max platform Lowest Length Width Height Platform Lift time Weight 

Model Art. no. kg height mm height mm mm mm mm LxW mm mm/sec Batteries Charger kg Note

WP 80 87684  80 1314 104 848 534 1520 400 x 450 125 24V 9Ah 2A/24V 30 

WP 80EM 87685  80 1705 104 848 534 1920 400 x 450 125 24V 9Ah 2A/24V 31 

WP 90S Q 87670   90 1302 102 848 534 1520 500 x 500 125/270 24V 9Ah 2A/24V 43 

WP 90 Q 87671   90 1702 102 848 534 1920 500 x 500 125/270 24V 9Ah 2A/24V 45 

WP 90EM Q 87672   90 2102 102 848 534 2320 500 x 500 125/270 24V 9Ah 2A/24V 47 

 WP 130S 87673 130 1300 110 848 534 1520 500 x 500 125 24V 9Ah 2A/24V 43 

WP 130 87674 130 1700 110 848 534 1920 500 x 500 125 24V 9Ah 2A/24V 45 

WP 130EM 87675 130 2100 110 848 534 2320 500 x 500 125 24V 9Ah 2A/24V 47 

WP 130EMX* 87737 130 2336 116 848 534 2500 500 x 500 125 24V 9Ah 2A/24V 50 

WP 130EMXX* 87739 100 2927 116 848 534 3046 500 x 500 125 24V 9Ah 2A/24V 53 

WP 200S 87676 200 1284 84 848 534 1567 500 x 400 125 24V 9Ah 3A/24V 55 

WP 200 87677 200 1682 84 848 534 1976 500 x 400 125 24V 9Ah 3A/24V 57 

WP 200EM 87678 200 2084 84 848 534 2376 500 x 400 125 24V 9Ah 3A/24V 59 


